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How to access switch interface

1. Access control panel
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% Remote Desktop Connection
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2. Network and sharing center

KA Network and Sharing
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3. Change adapter settings

Control Panel Home

View your basic network information and set up connections

ﬂb-k ‘E é See full map

DELL guest 2.4 2 Internet
(This computer)

View your active networks Connect or disconnect
guest 2.4 2 Access type: Internet
Public network Connections: Lﬁ,] LAN

Change your netwerking settings

{L‘. Set up a new cennection or network

Set up a wireless, broadband, dial-up, ad hoc, or VPN connection; or set up a router or access point,

Ceonnect to a network

‘f;

Connect or reconnect to a wireless, wired, dial-up, or VPN network connection,

*% Choose homegroup and sharing options

Access files and printers located on other network computers, or change sharing settings.

@ Troubleshoot problems

Diagnose and repair network problems, or get troubleshooting information,

4. LAN (Local Area Network)

- LAN
kf.f guest 2.4 2
G
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5. Access ipv4 settings

-
[ LAN Properties g
Metworking |5harir1g

Connect using:
I_TI" Realtek: PCle GBE Family Controller

This connection uses the following items:

& Cligrt for Microsoft Networks *
g‘u"l"-l'lware Bridge Protocol

B ANOD Network Security Fitter driver

=1 105 Packet Scheduler

.Q File: and Printer Sharing for Microsoft Netwarks
[_] R S m e i Y

m

- B8 Imtemet Protocol Version 4 (TCP/1Pwd) I

[ Imstall... ] Uninstall [ Properties

-

Description
Transmission Control Protocol/Intemet Protocal. The default

wide area network protocol that provides communication
across diverse interconnected networks.

0K || Cancel
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6. Change ip address to be 10.90.90.xx and press ok

i N
Internet Protocel Version 4 (TCP/IPvE) Properties M

General

You can get IP settings assigned automatically if your network supports

this capability. Otherwise, you need to ask your network administrator
for the appropriate IP settings.

(7 Obtain an IP address automatically
(@) Use the following IP address:

IF address: 10 .80 ., 40 .

Subnet mask: 255 , 255 , 255,

Default gateway:

Obtain DMS server address automatically
i@ Use the following DNS server addresses:

Preferred DMS server: 1.1 .1 .1

Alternate DMS server;

[] validate settings upon exit

[ Ok ][ Cancel ]
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7. Access 10.90.90.90 via browser, default password is admin

& C | @ Notsecure [10.90.90.90

& C | ® Not secure | 10.90.90.90

Enter your password

Password |

| OK | Cancel |




